
Technical data sheet

Sample Loader
The type of sample loading on a flash cartridge or a prep HPLC column has a big impact on the final purification
results. With the Pure and FlashPure sample loading portfolio, the chemist has the choice between several con-
venient options.
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Pure Sample Loops

Flash Sample Loops

Made from FEP tubing, these Flash sample loops are designed to introduce liquid samples through an injection valve.
The Flash sample loops connect to the injection valve via convenient click connections and are pressure-resistant up
to 50 bar (725 psi).

Order no. Image

Sample loop for Flash 1 mL 11080867

Sample loop for Flash 2 mL 11080868

Sample coil for Flash 5 mL 11081812

Sample coil for Flash 10 mL 11081816

Sample coil for Flash 20 mL 11081815
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Prep Sample Loops

These stainless steel Prep sample loops are designed to introduce liquid samples through an injection valve. The Prep
sample loops are delivered with the required fittings and rated for pressures up to 400 bar (5802 psi).

1

2

1  1/16" OD steel tubing
2  10-32 male fitting

Specification Order no. Image

Stainless steel sample loop for Prep 2 mL 11068476

Stainless steel sample loop for Prep 5 mL 11068205

Stainless steel sample loop for Prep 10 mL 11068206
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Pure Solid Loaders

Pure⁺Flash Empty Solid Loaders (Flash only)

These empty polypropylene (PP) cartridges with a screw caps are suitable for filling with solid samples. The Pure+Flash
Empty Solid Loaders withstand pressures between 10–13 bar (145–188 psi).

1

2

3

4

1  Luer lock inlet
2  Screw cap
3  Empty tube for solid sample
4  Luer lock outlet with luer slip adapter

NOTE
4 The empty solid loaders are intended for single-use only.
4 The specified capacity in grams refers to the total loading of the empty solid loader, that

includes both the sample and the support material (e.g. silica, C18 or other materials).
4 The recommended sample:support material ratio is 1:5.

Overview

Order no. Volume 
(mL)

Cartridge
length (mm)

Cartridge
ID (mm)

Frit pore 
size (µm)

Frit thickness
(mm)

Frit diameter
(mm)

11081637 8 115.1 12.8 16−20 2 12.8

11081638 27 137.8 21.4 16−20 2 Top frit: 21.8 
Bottom frit: 21.6

11081639 46 188.2 21.6 16−20 2 Top frit: 21.8 
Bottom frit: 21.6

11081640 70 188.7 26.8 16−20 3 27

11081641 147 263.5 31.2 20−25 3 31.6

11081642 215 277.7 36.6 20−25 3 Top frit: 37.4 
Bottom frit: 36.5

11081643 376 218.5 60.6 20−25 6 60.4

11081644 539 271.6 60.6 20−25 6 60.4
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Specification Order no. Image

Pure+Flash Empty Solid loader 4 g

incl. frits, 20 pcs.

11081637

Pure+Flash Empty Solid loader 12 g

incl. frits, 18 pcs.

11081638

Pure+Flash Empty Solid loader 25 g

incl. frits, 12 pcs.

11081639

Pure+Flash Empty Solid loader 40 g

incl. frits, 12 pcs.

11081640

Pure+Flash Empty Solid loader 80 g

incl. frits, 10 pcs.

11081641

Pure+Flash Empty Solid loader 120 g

incl. frits, 10 pcs.

11081642

Pure+Flash Empty Solid loader 220 g

incl. frits, 6 pcs.

11081643

Pure+Flash Empty Solid loader 330 g

incl. frits, 5 pcs.

11081644

Pure+Flash Empty Solid loader frits 4 g

20 pcs.

11081645

Pure+Flash Empty Solid loader frits 12 g

20 pcs.

11081646

Pure+Flash Empty Solid loader frits 25 g

20 pcs.

11081647

Pure+Flash Empty Solid loader frits 40 g

20 pcs.

11081648

Pure+Flash Empty Solid loader frits 80 g

10 pcs.

11081649

Pure+Flash Empty Solid loader frits 120 g

10 pcs.

11081650

Pure+Flash Empty Solid loader frits 220 g

10 pcs.

11081651

Pure+Flash Empty Solid loader frits 330 g

10 pcs.

11081652

Pure+Flash Empty Solid loader insertion rod 4 g

1 pc.

11081653

Pure+Flash Empty Solid loader insertion rod 12−40 g

1 pc.

11081654

Pure+Flash Empty Solid loader insertion rod 80−120 g

1 pc.

11081655

Pure+Flash Empty Solid loader insertion rod 220−330 g

1 pc.

11081656
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Pure Solid Loader (Flash only)

Empty PP tube to fill in the solid sample; POM/PEEK screw adapters to adjust the volume in the tube; Aluminum
sleeve allows to work at up to 50 bar (725 psi).

1

2

4

5

3

2

1  ¼ - 28 female fitting
2  Adapter
3  Sleeve
4  Empty tube with adjustable space for solid sample
5  ¼ - 28 male fitting

Specification Order no. Image

Solid loader S 11068975

Solid loader M 11070505

Solid loader frits S 11068969

Pure Solid loader frits M (40 pcs.) 11069654

Solid loader tubes S 11068971

Pure Solid loader tubes M (20 pcs.) 11069653
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Specification Order no. Image

Insertion rod S 11068973

Pure Solid loader insertion rod M (1 pc.) 11070569
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